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ACW Coatings is a range of specially engineered multifunctional rust and corrosion inhibitors which 
protect cargo ships from corrosion. Without some form of defence the corrosive power of the weather 
and the extreme conditions on land and sea will always win out over man made metals.
This is why you need to use protective coatings you can rely on.

ACW Coatings has been designed to combat the corrosive and costly power of nature ensuring your 
vessels continue to function and perform at optimum capability.

ACW Coatings - MARINE CORROSION CONTROL
Multifunctional Corrosion & Rust Inhibitors

• Prevents rust, corrosion & oxidisation 
• Weather, salt and fresh water resistant  
• Chemically formulated blends of waxes, oils & greases
• Quick & simple application & removal • Sprayable or Brushable 
• Arrests corrosion / neutralises rust
• High Adhesion, Low Erosion

ACW Coatings is not suitable for:  
 - Floors, ladders, handrails or anywhere a person handles / touches 
   on a regular basis – Slip Hazard!
 - Areas with medium to high impact or abrasion.  
 - Decks, Cargo holds or Cargo Tanks.
 - Cleats, bollards or other friction application surfaces or equipment.
 - Hydraulic / fuel / gas pipes etc
 - Hot areas / components, i.e. engines etc.

The unique technology and materials GUK Manufacturing employs in the formulation and production of ACW Coatings provides industry with cost effective high performance 
coatings suitable for a variety of applications. ACW Coatings outperforms other corrosion prevention systems in a variety of areas resulting in significantly reduced costs:

•    ACW Coatings doesn’t blister or crack
    Unlike paints, resins, lead based & zinc primers etc. ACW Coatings will
 not crack or blister in any climate or environment due to the waxy 
 composition of the range. Every grade is weather, acid, salt and fresh
 water resistant and can be chemically tailored to individual climates.

•            High Adhesion, Low Erosion
             ACW Coatings has excellent adhesion properties and each grade
 will function within its expected parameters which in some cases will
 be up to 50 years. 

•            Multifunctional Coatings
 ACW Coatings is suitable for all metal surfaces in a variety of industries
 and environments; however it is also suitable for protecting and 
 applying to wood, painted surfaces, rubber, rope and other various 
 materials. 

• Self Healing Technology 
• No blistering / cracking
• Single component protection system
• Short to Long term protection
• Electro-static bonding process

•  Application and removal - quick and simple ensuring labour time and
 costs are minimalised. 
 
•            Corrosion Arrest - Whilst we advise surfaces are corrosion free prior to 
 treatment ACW Coatings will neutralise any rust present at the time
 of application enabling further savings in labour time and money.
 
•            ACW Coatings is a high performance single component protection 
  system requiring minimal application training and no specialised 
 equipment.

•    Self Healing Technology - Maintenance costs are very low compared 
 to other systems; ACW Coatings benefits from self healing technology 
 against small sharp penetrating impacts. If a coating is compromised
 repair is a quick, inexpensive and simple process.

• ACW Coatings are non-conductive electrical isolators and as such
 can be utilised in various industrial applications.
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™Controlling the degradation of metals, wood and rubber in the marine, onshore and 
offshore environments can be a difficult proposition. To protect these materials can 
require a multitude of products, in the case of ACW Coatings you only need the one. 
Not only does ACW Coatings prevent corrosion and kill rust it also prevents electrolytic 
corrosion, wood rot and rubber from cracking / splitting.  

ACW Grade Allocation
The diagram and lists below will help to ascertain which Grade and product line is suitable 
for specific areas/components on a vessel. If a required application is not listed please enquire for suitability.
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Grade / ProductShip Area / ComponentNo.
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Grade / ProductShip Area / ComponentNo.
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Grade / ProductShip Area / ComponentNo.

INDUSTRIAL

TM

Propeller (Antifouling)

Bolts / Nuts 
(not prior to assembly in torque applications)

Pipes / Fittings / Hinges / Brackets

Cabling / Steel ropes 

Anchors / Chains / Chain Lockers

Winches / Windlass

Hawser / Hawse Pipes

Bilges

Seacocks

Davits

Engine Beds / Mounts

Engine Room Equipment / Pipes

Standing / Running Rigging

Stern Tubes

Capstans / Swivels / Fittings / Shackles

Between Decks & Aluminum 
Superstructure; or anywhere dissimilar 
metals are to be bolted or riveted together. 
(Electrolytic Corrosion)

Deck Cranes / Machinery

Passerell / Conveyor Mechanisms

Ballast & Water Tanks (not drinking water)

Gear Linkages / Universal Joints

Rubber Window Seals  / Hatch Seals

Rubber Bellows / Fender Strips

Rubber Water Tight Door Seals

Wooden Bilges etc.

ACW Grade III
Brushable; or 
Sprayable Heavy

1

6

Rudders / Bilge Keels (Interior)
ACW Grade III
Liquid

ACW Grade I
Brushable

ACW Grade II
Brushable

Thruster Nozzles

ACW Grade III
Brushable; or 
Sprayable Heavy

ACW Grade III
Brushable

ACW Grade III
Brushable; or 
Sprayable Heavy

ACW Grade I
Brushable
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28
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13
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8

5

27

29
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 Each of the 4 product lines below are available in 3 ACW grades, Grade I, II and III. 
 ACW Grade I  - Short Term Corrosion Control. Provides 1 to 3 years corrosion protection.
 ACW Grade II - Medium Term Corrosion Control. Provides 3 to 15 years corrosion protection.
 ACW Grade III - Long Term Corrosion Control. Provides 10 to 50 years corrosion protection.

 ACW Coatings - 4 Product Lines:

•            Brushable
 The simplest form of application, each grade can 
 be applied by brush quickly and efficiently.

•            Sprayable Heavy
 With the same advantages as Sprayable Light the 
 Sprayable Heavy sub formulae employs heating jackets 
 to liquify the grades to enable atomisation. The subsequent 
 coatings are much thicker providing short to long term 
 protection - see the ACW Lifespan table on page 9 for details.

•            Sprayable Light
 Sprayable Light provides very fine even coats for short 
 term corrosion protection. Each grade can be applied 
 utilising spray systems, providing solutions for quicker 
 application over larger areas. Spray Formulae & Systems 
 enable the application of ACW Coatings over very large 
 surface areas; deep undercuts and overhangs can easily 
 be treated due to very fine atomisation via airless spray 
 systems.

•            Liquid
 Each grade can be applied by submersing or “dipping” 
 enabling the pre-coating of parts, cables etc prior to 
 assembly / use. The Liquid sub formulae is similar to 
 Sprayable Light and the duration of protection against
 corrosion reflects this fact - see page 9 for details.

Shaft Alley / Bearing Pedestals

Kingpost / Hatch Cover Interiors

Voids / Cofferdams / Drain Wells
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offshore environments can be a difficult proposition. To protect these materials can 
require a multitude of products, in the case of ACW Coatings you only need the one. 
Not only does ACW Coatings prevent corrosion and kill rust it also prevents electrolytic 
corrosion, wood rot and rubber from cracking / splitting.  

ACW Grade Allocation
The diagram and lists below will help to ascertain which Grade and product line is suitable 
for specific areas/components on a vessel. If a required application is not listed please enquire for suitability.
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INDUSTRIAL
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Propeller (Antifouling)

Bolts / Nuts 
(not prior to assembly in torque applications)

Pipes / Fittings / Hinges / Brackets

Cabling / Steel ropes 

Anchors / Chains / Chain Lockers

Winches / Windlass

Hawser / Hawse Pipes

Bilges

Seacocks

Davits

Engine Beds / Mounts

Engine Room Equipment / Pipes

Standing / Running Rigging

Stern Tubes

Capstans / Swivels / Fittings / Shackles

Between Decks & Aluminum 
Superstructure; or anywhere dissimilar 
metals are to be bolted or riveted together. 
(Electrolytic Corrosion)
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Gear Linkages / Universal Joints
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ACW Grade III
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Sprayable Heavy
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Rudders / Bilge Keels (Interior)
ACW Grade III
Liquid
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Brushable

ACW Grade II
Brushable

Thruster Nozzles
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